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Crepe paper masking tape 

NO.7290 
 
 
Constitution                               
 

● Baking : Crepe paper. (Cream-colored) 
● Adhesive :Pressure sensitive rubber adhesive 

 
 

Application                                
 

● Masking for a boundary line when painting and sealing and others 
 
 

Specialty                                 
 

● The curling and the meander of the tape are few, and the finished line is beautiful. 
● The elongation is high, and the tape draws R easily. 
● Backing paper is tough, so it make easier to peel without breaking. 
● The back side of this tape will not repel the paints. 
● The rewinding is light, and the workability is excellent 

 
 

Characteristic                                
 

% 12.9

180°Adhesion  strength

Rewinding force

Tensile  strength

Elongation

N/19mm 4.47

N/19mm 3.36

N/19mm 65.9

Item
 Unit
 Measurements


mm 0.144Thickness

 
 
 
Test method                                
 

● According to JIS Z0237：2000. 
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Precautions                                 
 

● Wipe oil, moisture, and dust off the surface of adherends thoroughly before application. 
● The adhesive is pressure-sensitive. Handle it with utmost care. 
● Most recommended temperature for adhesion is above 10°C. (If the temperature is below 10°C 

(like in winter), their initial adhesive strength will be low.) 
● Keep the products away from high temperatures and humidity, and store them in a dark cool place 

avoiding direct sunlight. 
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